Look For Us

Loeffler Shoes
(651) 771-3833
info@loefflershoes.com
LoefflerShoes.com

Loeffler Shoes
959 Payne Avenue
St Paul MN 55130

Our Truck is Coming to You
We look forward to serving your employee’s footwear needs!

Our Shoe Store on Wheels brings footwear right to your door and our Main Store is conveniently located to take care of all your off-site purchases at 959 Payne Ave, St Paul, MN 55130.

Hours: Weekdays 9am - 5pm  (Same location for over 30 years!)

We realize you can buy shoes from others. Our commitment is to help you in every way to get the right shoe and correct fit to make your shoe program a complete success!

We are “The original and still the best!”
4711 6” Brown | 6711 Black (inset)
- Made in the U.S.A.
- Class I/75 footwear
- Static Dissipative: SD Type I
- Non-Marking Sole
- Slip Resistant meets ASTM F2913-11 SATRA

**Protective Type:** ASTM F 2413-11 M/I/75/C/75 Steel Toe.
- Static Dissipative, Reinforce Stitch “Ball to Ball” on Outsole. Union Made in USA.

**SIZES**
- A 9-11, 12
- B 3-12, 13
- C 9-12, 13
- D 4-12, 13, 14, 15, 16, 17, 18
- E 6-12, 13, 14, 15, 16, 17, 18
- EEE 6-12, 13, 14, 15, 16, 17, 18

4721 8” Sport Boot — Safety Toe
- Made in the U.S.A.
- Class I/75 footwear
- Static Dissipative: SD Type I
- Non-Marking Sole
- Slip Resistant meets ASTM F2913-11 SATRA

**Protective Type:** ASTM F 2413-11 M/I/75/C/75 Steel Toe.
- Static Dissipative, Reinforce Stitch “Ball to Ball” on Outsole. Union Made in USA.

**SIZES**
- B 9-12, 13
- D 7-12, 13, 14
- E 8-12, 13, 14
- EEE 8-12, 13

6443 Plain Toe Oxford — Composite
- Class I/75 footwear
- Composite Safety Toe
- Electric Hazard meets CAN/CSA-Z195 Shock Resistance
- Slip Resistant meets ASTM F2913-11 SATRA
- Non-Marking Sole

**Protective Type:** ASTM F 2413-11 M/I/75/C/75. Anti-Roll Bar Heel Support.
- Flexible Welt Net Fit Outsole. 100% Non-Metallic.

**SIZES**
- M 8 - 12,13,14
- W 8 - 12,13,14

4211 Wellington — Composite Toe
- Composite Safety Toe
- Electric Hazard meets CAN/CSA-Z195 Shock Resistance
- Dual Density Polyurethane Comfort Sole with 90° Heel 

**SIZES**
- D 7-12,13,14,15
- EE 7-12,13,14,15

4655 6” Plain Toe — Composite
- Composite Safety Toe
- Electric Hazard meets CAN/CSA-Z195 Shock Resistance
- Slip Resistant meets ASTM F2913-11 SATRA
- Removable Dual Density Shock Absorption Footbed

**Protective Type:** ASTM F 2413-11 M/I/75/C/75

**SIZES**
- D 8 - 12,13,14
- EE 7 - 12,13,14

4200 6” Moc Toe Safety Toe
- Made in the U.S.A.
- Class I/75 footwear
- Electrical Hazard
- Slip Resistant meets ASTM F2913-11 SATRA

**Special Features:** ASTM F 2413-11 M/I/75/C/75 Steel Toe. Tested for and Meets CAN/CSA-Z195 18,000 Volts Electric Shock Resistance Standard. Union Made in USA.

**SIZES**
- D 8 - 12,13,14
- EE 8 - 12,13,14

Loeffler Shoes (651) 771-3833
info@loefflershoes.com LoefflerShoes.com
4367 6” Plain Toe — Safety

- Made in the U.S.A.
- Class I/75 footwear
- Electrical Hazard
- Slip Resistant meets ASTM F2913-11 SATRA

**Special Features:** ASTM F 2413-11 M/I/75/C/75 Steel Toe. Tested for and Meets CAN/CSA-Z195 18,000 Volts Electric Shock Resistance Standard. Union Made in USA.

4650 6” Lace-to-Toe Semi-Oblique Safety Toe

- Class I/75 footwear
- Electrical Hazard
- Electrical Shock Resistant CAN/CSA-Z195
- Slip Resistant ASTM F2913-11 SATRA

**Special Features:** ASTM F 2413-11 M/I/75/C/75 Steel Toe. Electrical Hazard. Tested for and Meets CAN/CSA-Z195 18,000 Volts Electric Shock Resistance Standard.

4061 Brown | 6064 Black (inset)

- **Composite Toe** / Full Grain Leather
- 100% Non-Metallic Construction
- Class I/75 footwear
- Static Dissipative
- Slip Resistant / Non-Marking Sole


4644 Black (inset)

- Oiled Full Grain Leather
- Brown Tumbled Oiled Full Grain Leather
- Electrical Hazard
- Electrical Shock Resistant and Slip Resistant

**Special Features:** ASTM F 2413-11 M/I/75/C/75 Composite Safety Toe. Electrical Hazard (EH). Tested for and Meets CAN/CSA-Z195 18,000 Volts Electric Shock Resistance Standard. Anti-Roll Bar Heel Support (ABHS)

Loeffler Shoes (651) 771-3833
info@loefflershoes.com LoefflerShoes.com
2438 Redwood | 2437 Aged Bark (inset)

- 10” Sierra Saddle Boot
- Details: Saddle Vamp
- Toe: Steel Roper Toe
- Electrical Hazard

**Features:** Premium full-grain leather upper, Goodyear® welt, Moisture-wicking lining, Six-row stitch pattern, Duratread™ outsole, Steel toe: ASTM F2413-11 M/I/75 C/75 EH rated.

1186 Golden Grizzly — Composite

- 11” Workhog Pull-On Composite Toe
- Details: ATS Max™ platform U-Turn Entry System™
- Toe: Composite Roper Toe
- Electrical Hazard

**Features:** Premium full-grain leather upper, EVA midsole, Abrasion, Oil, and Slip Resisting Duratread™ outsole, Composite toe: ASTM F2413-11 M/I/75 C/75 EH rated.

1980 6” Leather Hiker Boot—Black

- Steel Toe
- Heavy Duty Full-Grain Oil Leather
- Rubber Outsole
- Oil-Resistant Sole and Heel
- Cushion Insole

1441 13” Engineer Boot—Black

- Steel Toe
- Heavy Duty Full-Grain Oil Leather
- Neoprene Oil-Resistant Sole and Heel
- Cushion Insole
- Adjustable Vamp and Side Ankle Straps
- Goodyear Welt Construction

1428 9” Logger Boot—Black

- Steel Toe
- Full-Grain Oil Leather
- Oil Resistant Lug Sole
- Goodyear Welt Construction

1050 8” Lace-up Boot—Brown

- Steel Toe
- Tumble Full-Grain Leather
- PU Outsole
- Removable EVA Cushion Insole
- Goodyear Welt Construction

Loeffler Shoes (651) 771-3833
info@loefflershoes.com LoefflerShoes.com
76829 Sparta SR - Command Safety Toe

- Aluminum alloy safety toe meets ASTM 2413-11 I/75 C/75
- Electrical Hazard meets ASTM F2413-11 requirements
- Slip Resistant outsole
- Lightweight shock absorbing sporty midsole
- Removable cushioned comfort insole
- Slip resistant outsole tested under ASTM F1677-96 Mark II standards to meet or exceed a coefficient of .45 even under wet or oily conditions

SIZES
M 7 - 12,13,14
W 7 - 12,13,14

1318 Khaki | 1317 Black (inset)

- Nylon and Leather Upper
- Ergonomically Designed “Wide Area” Alloy Lite Safety Toe
- Highly Durable, Slip and Oil Resistant Stabilizer Outsole
- No Exposed Metal to Sheet Scratch Resistant Workplace Requirement
- Meets or Exceeds ASTM 2413-11 Impact/Compression and SD Footwear Ratings

SIZES
M 7-12,13,14, 15
XW 7-12,13,14, 15

1326 Blue

- Nylon and Leather Upper
- Ergonomically Designed “Wide Area” Alloy Lite Safety Toe
- Highly Durable, Slip and Oil Resistant Stabilizer Outsole
- No Exposed Metal to Sheet Scratch Resistant Workplace Requirement
- Meets or Exceeds ASTM 2413-11 Impact/Compression and SD Footwear Ratings

SIZES
M 7-12,13,14, 15
XW 7-12,13,14, 15, 16, 17

1704 Khaki/Grey

- Composite Safety Toe Cap
- Leather and Mesh Upper
- Bumper Toe to Guard Against Abrasion
- Rubber Slip and Oil Resistant Outsole
- Meets or exceeds ASTM 2413-11 Impact/Compression and Electrical Hazard Ratings

SIZES
M 7 - 12,13,14
XW 7 - 12,13,14

5032 Black Lace-up | 110 Slip-on (inset)

- Ergolite Composite Toe Technology
- Water Resistant Action Leather Upper
- Highly Durable, Slip and Oil Resistant Stabilizer Outsole
- Ergonomic “Wide Area” Composite Toe Cap
- Super Lightweight and No Exposed Metal
- EVA Midsole for Maximum Comfort
- Meets or Exceeds ASTM 2413-11 Impact/Compression

SIZES
M/W 7 - 12,13,14
XW 7 - 12,13,14, 15

1630 Black | 1620 Brown (inset)

- Full-Grain, Water Resistant Leather Upper
- Ergonomically Designed “Wide Area” Steel Toe Cap
- Highly Durable, Slip and Oil Resistant Stabilizer Outsole
- No Exposed Metal to Sheet Scratch Resistant Workplace Requirement
- Meets or Exceeds ASTM 2413-11 Impact/Compression and SD Footwear Ratings

SIZES
M 7 - 12,13,14, 15
XW 7 - 12,13,14, 15

Loeffler Shoes (651) 771-3833
info@loefflershoes.com LoefflerShoes.com
**4502 Gray | 4501 Black (inset)**

- **Composite Toe**
- Removable Moisture Wicking, Vented, Shock Absorbing Insert
- Dual Density, Rubber Bottom with EVA Midsole, Heel Airbag
- 100% Non-Metallic, Dual Resistor, Extra Wide Toe

**Special Features:**
ASTM F2413, Aircom Air Comfort Technology, XTR Brand Composite Toe Cap, TPU Bruise Plate, Security Friendly, Electrical Hazard

---

**4720 Green | 7422 Orange (inset)**

- **Composite Toe**
- Removable EVA Cushion Insert with Sponge Rubber Heel
- Dual Density, Rubber Bottom with EVA Midsole, Heel Airbag
- 100% Non-Metallic, Dual Resistor, Extra Wide Toe

**Special Features:**
ASTM F2413, Aircom Air Comfort Technology, XTR Brand Composite Toe Cap, Static Dissipative with Dual Resistor, Security Friendly

---

**4502 Blue/ Gray**

- **Steel Toe**
- Removable EVA Cushion Insert with Sponge Rubber Heel
- Dual Density; EVA Cushion Midsole and Rubber Bottom
- No Exposed Metal on Upper; Reflective Piping Under Mesh

**Special Features:**
ASTM F2413, Electrical Hazard, No Exposed Metal on Upper, Reflective Piping Under Mesh

---

**0172 Stout Brown**

- **Steel Toe Cap**
- Polyurethane (PU) midsole/thermo urethane (TPU) outsole highly resistant to hydrolysis and microbial attack - Oil, acid and organic fat resistant. Outsole heat resistant to 284°F
- Steel shank-ensures correct step flex point, assists with torsional stability
- Certified to: Standard ASTM F 2413-05 M I/75 C/75 EH

---

**4513 Black Waterproof**

- **Composite Toe**
- Waterproof Seamless Micro Mesh
- Dual Density, Rubber Bottom with Lightweight EVA Midsole
- 100% Non-Metallic, Extra Wide Toe, TPU Bruise Plate

**Special Features:**
ASTM F2413, Waterproof, XTR Brand Composite Toe Cap, Electrical Hazard, Security Friendly

---

**7567 Brown | 7568 Black (inset)**

- **Dry Dawgs™ Waterproof/ Breathable Membrane**
- ASTM F2413-11 Composite Safety Toe
- Dual Density EVA Midsole
- External Molded Shank
- Oil and Slip Resistant Rubber Sole
- Electrical Hazard

**Sizes:**
- M 8 - 12, 13, 14
- W 8 - 12, 13, 14

---

**Loeffler Shoes**
(651) 771-3833
info@loefflershoes.com  LoefflerShoes.com
<table>
<thead>
<tr>
<th>Product Code</th>
<th>Color</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>0256</td>
<td>Yellow</td>
<td>0253 Black (inset)</td>
</tr>
</tbody>
</table>
|              |       | **ASTM F 2413-11 I/75 C/75 SD**  
|              |       | Protection: **Composite Cap**  
|              |       | Plus: **Static Dissipative**  
|              |       | Lining: BeatheActive functional lining  
|              |       | Footbed: evercushion® GEL run  
|              |       | Sole: rubber sole running with duoCELL and TCS - Torsion Control System, slip resistant ASTM F 1677 Mark II |

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Color</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>0545</td>
<td>Borneo — Composite</td>
<td></td>
</tr>
</tbody>
</table>
|              |       | **High Quality, Water Repellent Leather**  
|              |       | Composite Toe Cap - metal free, lighter than common steel toe  
|              |       | ASTM F 2413-11 I/C 75 Electrical Hazard (EH)  
|              |       | BreathActive Functional Lining  
|              |       | Rubber Sole Scuff Caps with EverFlex Decoupling Point, 572°F Heat, Oil, and Slip Resistant  
|              |       | Cushioning gelCELL Integrated in the Heel Area for More Comfort |

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Color</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>0515</td>
<td>Cascades — Composite</td>
<td></td>
</tr>
</tbody>
</table>
|              |       | **High Quality, Water Repellent Leather**  
|              |       | Composite Toe Cap - metal free, lighter than common steel toe  
|              |       | ASTM F 2413-11 I/C 75 Electrical Hazard (EH)  
|              |       | BreathActive Functional Lining  
|              |       | Rubber Sole Scuff Caps with EverFlex Decoupling Point, 572°F Heat, Oil, and Slip Resistant  
|              |       | Cushioning gelCELL Integrated in the Heel Area for More Comfort |

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Color</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>7972</td>
<td>Slate Black/ Burnt Henna</td>
<td></td>
</tr>
</tbody>
</table>
|              |       | **Waterproof Nubuck Leather Upper**  
|              |       | Electro Static Dissipative (ESD) Footwear  
|              |       | Removable Metatomical Dual-Density EVA Footbed  
|              |       | Torsional Stability ESS Shank  
|              |       | Dual-Density Compression Molded EVA Midsole  
|              |       | Oil and Slip Resistant Non-Marking Rubber Outsole  
|              |       | ASTM F2412-11 and F2413-11 I/75 C/75 EH Standards |

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Color</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>7965</td>
<td>Slate Black</td>
<td></td>
</tr>
</tbody>
</table>
|              |       | **KEEN.DRY Waterproof, Breathable Membrane**  
|              |       | Locking Metal Hooks and Lacing Eyelets  
|              |       | Removable Metatomical Dual-Density EVA Footbed  
|              |       | Compression molded EVA midsole  
|              |       | Abrasion resistant tough-tec leather  
|              |       | Oil and Slip Resistant Non-Marking Rubber Outsole  
|              |       | ASTM F2412-11 and F2413-11 I/75 C/75 EH Standards |

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Color</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>0105</td>
<td>Shitake</td>
<td>0106 Persimmon (inset)</td>
</tr>
</tbody>
</table>
|              |       | **KEEN.DRY Waterproof, Breathable Membrane**  
|              |       | Removable Metatomical Dual-Density EVA Footbed  
|              |       | Compression molded EVA midsole  
|              |       | Left and right asymmetrical composite toe  
|              |       | Oil and Slip Resistant Non-Marking Rubber Outsole  
|              |       | ASTM F2412-11 and F2413-11 I/75 C/75 EH Standards |
**7024 Bison/ Red**

- **Waterproof Nubuck Leather Upper**
- KEEN.DRY™ Waterproof Breathable Membrane
- Left and Right Asymmetrical Steel Toes
- Dri-Lex Footwear Lining
- KEEN Key-Tech TPU Interlocking Torsion Plate
- Oil and Slip Resistant Non-Marking Rubber Outsole
- Meets ANSI Z41 PT99 Standards for Electrical Hazard

**7028 Black**

- KEEN.DRY Waterproof, Breathable Membrane
- Locking Metal Hooks and Lacing Eyelets
- Removable Metatomical Dual-Density EVA Footbed
- KEEN.Key-Tech Full-Length TPU Interlocking Torsion Plate
- Dual-Density Compression Molded EVA Midsole
- Oil and Slip Resistant Non-Marking Rubber Outsole
- ASTM F2412-11 and F2413-11 I/75 C/75 EH Standards

**8301 Raven/ Ensign Blue**

- Waterproof Nubuck Leather Upper
- KEEN.DRY Waterproof, Breathable Membrane
- Left and Right Asymmetrical Steel Toes
- Removable Metatomical Dual-Density EVA Footbed
- Dual-Density Compression Molded EVA Midsole
- Meets ASTM F1677-96 MARK II Non Slip Standards
- ASTM F2412-11 and F2413-11 I/75 C/75 EH Standards

**8304 Black/ Bossa Nova**

- KEEN.DRY Waterproof, Breathable Membrane
- Open mesh upper with waterproof leather trim
- Removable Metatomical Dual-Density EVA Footbed
- Moisture-wicking textile lining with two-zone comfort
- Dual-Density Compression Molded EVA Midsole
- Oil and Slip Resistant Non-Marking Rubber Outsole
- ASTM F2412-11 and F2413-11 I/75 C/75 EH Standards

**7004 Slate Black | 8313 Black Olive 8” (inset)**

- Steel Toe
- Waterproof Nubuck Upper
- KEEN.DRY™ Waterproof Breathable Membrane
- Removable Metatomical Dual Density EVA Footbed
- Compression Molded EVA Midsole
- Oil and Slip Resistant Non-Marking Rubber Outsole
- ASTM F2412-11 and F2413-11 I/75 C/75 EH Standards

**6977 Black | 6969 Gray (inset)**

- Left and Right Asymmetrical Steel Toes
- Removable Metatomical Dual Density EVA Footbed
- Dual Density Compression Molded EVA Midsole
- Mesh Liner Provides Breathability to Help Keep Feet Cool
- Torsional Stability ESS Shank
- Oil and Slip Resistant Non-Marking Rubber Outsole
- ASTM F2412-11 and F2413-11 I/75 C/75 EH Standards

Loeffler Shoes (651) 771-3833  
info@loefflershoes.com  LoefflerShoes.com
5866  Stealth Force 8.0 Side-Zipper Composite Toe

- Waterproof with ion-mask™ nano-technology
- YKK Circular Side-Zipper
- Non-Metallic with Composite Safety Toe, Shank & Hardware
- Slip Resistant

**Special Features:** EN ISO 20347 certified. Full-grain leather/1680 denier ballistic nylon upper mesh. ASTM-approved composite safety toe. Flex-Zone with siping for traction and control. X-Traction Zone outsole.

---

0180  Waterproof Composite Toe

- ASTM 2413 Impact and Compression Composite Toe
- Meets ASTM Electrical Hazard Standards
- Slip Resistant and Oil Resistant

**Type:** 8” Plain Waterproof Work Boot
**Lining:** Moisture Wicking Nylon Mesh with Waterproof Bootie
**Insole/Outsole:** Removable PU Cushion Insert & Direct Attached PU Outsole

**Special Features:** 100% Non-Metallic, PermaBond™ Construction

---

6736 Brown | 6738 Black (inset)

- Meets or Exceeds ASTM class 75 Impact & Compression
- ASTM Class 75 and Electrical Hazard Standards
- Slip Resistant and Oil Resistant

**Type:** Sailing Club 3 eye tie Boat shoe
**Lining:** Moisture Wicking Nylon Mesh
**Insole:** Removable EVA Cushion Insert with Heel Stabilizer Cup
**Outsole:** Rubber Boat Shoe Outsole with Cushion EVA Midsole

---

5200 Brown Leather/ Tan Mesh

- Nylon Mesh with Waterproof Membrane
- ASTM 2413 Impact and Compression Steel Toe
- Meets ASTM Electrical Hazard Standards
- Slip Resistant and Oil Resistant

**Type:** Waterproof Trail Hiker
**Lining:** Nylon Mesh with Waterproof Membrane
**Insole:** Removable EVA Cushion Insert with Sponge Rubber Heel Wedge
**Outsole:** EVA Cushion Midsole with Rubber Traction Outsole

---

6741 Dress Wing Tip —Steel Toe

- Meets or Exceeds ASTM class 75 Impact and Compression
- ASTM Class 75 and Electrical Hazard Standards
- Slip resistant and Oil Resistant

**Type:** “Dressports” Dress Wing Tip
**Lining:** Moisture Wicking Nylon Mesh and Anti Slip Pigskin Heel Counter
**Insole:** removable eVaplush cushion insert with adidas rebounding Heel pad
**Outsole:** Blown Rubber Outsole with 90° Breasted Heel

---

6762 Brown | 6761 Black (inset)

- Moc Toe Oxford —Steel Toe
- Meets or Exceeds ASTM class 75 Impact and Compression
- Meets ASTM F2413-11 SD Standards
- Slip Resistant and Oil Resistant

**Type:** “World Tour” 5 Eye Tie Casual Moc Toe Oxford
**Lining:** Moisture Wicking Nylon Mesh
**Outsole:** Rubber Outsole with EVA Cushion Midsole

**Special Feature:** No Metal on Upper; San Crispino Construction

---

**Loeffler Shoes** (651) 771-3833
info@loefflershoes.com  LoefflerShoes.com
7978 Black — Metatarsal Guard

- Waterproof Full-Grain Leather Upper
- Removable Metatomical Dual-Density EVA Footbed
- Locking Metal Hooks and Lacing Eyelets
- Abrasion-Resistant Tough-Tec Leather
- Left and Right Asymmetrical Steel Toes
- Oil and Slip Resistant Non-Marking Rubber Outsole
- ASTM F2412-11 and F2413-11 I/75 C/75 EH Standards

SIZES
D 7-12,13,14,15
EE 7-12,13,14,15

8940 Brown Steel Metatarsal

- ASTM F2413-11 External MetGuard
- Electrical Hazard Protection
- Removable PU plus Latex Cushion Footbed
- Goodyear Welt with Kevlar Stitching Technology
- Oil and Slip Resistant Rubber Outsole
- Abrasion and High Heat Resistant

SIZES
W 8-14

FE690 6” Quick Release Metatarsal

- Black Full Grain Leather
- Flexible Flex Met Internal Metatarsal Guard
- Electrical Hazard
- Removable F2A Athletic Insert Dual Density Cushion Insert
- Direct Attach; Shock Absorbing PU Midsole and Long Wearing Rubber Bottom
- ASTM F2413-11 M/I/75/C/75/Mt/75 Steel Toe

SIZES
D 5-11,12,13,14,15
EEE 5-11,12,13

1522 Men’s Black Metatarsal

- Full-Grain, Water Resistant Leather Upper
- Ergonomically Designed “Wide Area” Steel Toe Cap
- Highly Durable, Slip and Oil Resistant Stabilizer Outsole
- Meets or Exceeds ASTM 2413-11 Impact/Compression, Electrical Hazard and Metatarsal Guard Ratings

SIZES
M 7-12,13,14,15
XW 7-12,13,14,15

8970 Black Composite Metatarsal

- ASTM F2413-11 w/ Composite Safety Toe
- Electrical Hazard Protection
- High Impact Flexible Rubber Internal MetGuard
- Non-Metallic and Non-Magnetic
- Oil and Slip Resistant Rubber Outsole
- DRi-LEX® ECO Footbed Cover

SIZES
M 8-12,13,14
W 8-12,13,14

6821 6” Black Metatarsal

- I-MET™ Internal, Invisible Metatarsal Guard
- Class MT/75 Metatarsal Footwear Rating
- Electrical Hazard
- Electric Shock Resistant (CAN/CSA-Z195)
- Slip Resistant Non-Marking Sole
- Protective Type: ASTM F 2413-11 M/I/75/C/75/Mt/75 Steel Toe. Patented I-MET™ Technology, Made in USA.

SIZES
D 4-12,13,14,15
EEE 7-12,13,14

Loeffler Shoes (651) 771-3833
info@loefflershoes.com LoefflerShoes.com
Loeffler Shoes  (651) 771-3833
info@loefflershoes.com  LoefflerShoes.com

4459  6” Waterproof Insulated Comp Toe
• Brown Waterproof Tumbled Oiled Full Grain Leather
• B-400 Thinsulate™ Ultra Insulation
• Electrical Hazard and Shock Resistant CAN/CSA-Z195
• Slip Resistant and Non-Metallic Upper

Special Features:  ASTM F 2413-11 M/I/75/C/75 Composite Safety Toe.
Electrical Hazard (EH) Tested for and Meets CAN/CSA-Z195 18,000 Volts
Thorodri™ Waterproof System

SIZES
M  7 - 12,13,14
W  7 - 12,13,14

4663 Brown | 5258 Black (inset)
• Leather and suede upper
• Composite toe and plate
• Waterproof and 400g Thinsulate Ultra
• TPU shank and PK abrasion resistant lining
• Anti-Slip and oil resistant rubber outsole
• CSA approved, Grade 1, Meets or exceeds ASTM 2413-05

SIZES
M  8 - 12,13,14
W  8 - 12,13,14

9170 Brown Insulated Composite
• KEEN.DRY Waterproof, Breathable Membrane
• Left and Right Asymmetrical Composite Toes
• 600G KEEN.WARM Insulation
• Thermal Heat Shield Footbed for Warmth
• Locking Metal Hook and Lacing Eyelets
• Oil- and Slip-Resistant Non-Marking Rubber Outsole
• ASTM F2412-11 and F2413-11 I/75 C/75 EH Standards

SIZES
D  7 - 12,13,14, 15
EE  7 - 12,13,14, 15

0133 Metal Free Insulated Waterproof
• Leather and suede upper
• Waterproof and 400g Thinsulate Ultra
• Composite toe and plate
• Anti-Slip and oil resistant rubber outsole
• TPU shank and PK abrasion resistant lining
• Electric Shock Resistant
• CSA approved, Grade I, Meets or exceeds ASTM 2413-05

Women’s SIZES
M  6 - 10

0131  8” Motorcycle Work Boot
• Water resistant and Leather upper
• Removable fashion strap and Inside zip
• Aluminum toe and composite plate
• Rust proof hexagon gun metal eyelets
• Anti-Slip and oil resistant rubber outsole
• TPU shank and PK abrasion resistant lining
• Electric Shock Resistant
• CSA approved, Grade I, Meets or exceeds ASTM 2413-05

Women’s SIZES
M  6 - 10

0138 Flexible Heel Safety Runner
• Aluminum toe and composite plate
• Flexible heel
• TPU shank and PK abrasion resistant lining
• Compression molded EVA midsole
• Removable cushioned EVA insole
• Anti-Slip and oil resistant rubber outsole
• Electric Shock Resistant
• CSA approved, Grade I, Meets or exceeds ASTM 2413-05

Women’s SIZES
M  6 - 10
### 2825 Textile Blue | 2875 Red (inset)
- **Protection:** Steel Cap
- **Plus:** Static Dissipative
- **Upper:** Breathable textile with FUSE.TEC® TPU elements
- **Lining:** BeathActive functional lining
- **Footbed:** Evercushion and Cushioning IQ. Cell integrated in the heel
- **Sole:** Rubber sole MISS SAFETY MOTION with Torsion Control System 572°F heat resistant

### 2885 Stepper Leather
- **Protection:** Steel Cap
- **Plus:** Static Dissipative
- **Upper:** Smooth full leather with synthetic elements
- **Lining:** BeathActive functional lining
- **Footbed:** Evercushion and Cushioning IQ. Cell integrated in the heel
- **Sole:** Rubber sole MISS SAFETY MOTION with Torsion Control System 572°F heat resistant

### 1687 Black Mary Jane ESD
- **Steel Safety Toe Cap**
- **Mesh and Synthetic Leather Upper**
- **Removable Polyurethane Insole**
- **EVA Midsole for Maximum Comfort**
- **Rubber Slip and Oil Resistant Outsole**
- **No Exposed Metal to Meet Scratch Resistant Workplace**
- **ASTM 2413-11 Impact/Compression and SD Standards**

### 1880 Composite Toe ESD Clog
- **Composite Safety Toe Cap**
- **Full grain Nubuck Upper**
- **Removable PU Sockliner**
- **Rubber Oil-Resistant Outsole**
- **EVA Midsole**
- **No Exposed Metal to Meet Scratch Resistant Workplace**
- **ASTM 2413-11 Impact/Compression and SD Standards**

### 0458 Pink | 0457 Purple (inset)
- **Composite Toe**
- **Seamless Micro Mesh Upper**
- **Removable Moisture Wicking, Vented, Shock Absorbing Insert**
- **Dual Density, Rubber Bottom with Lightweight EVA Midsole**
- **100% Non-Metallic, Extra Wide Toe, TPU Bruise Plate**

**Special Features:** ASTM F2413, XTR Brand Composite Toe Cap, EH (Pink) & SD (Purple), Security Friendly

### 0451 Gray | 0454 Black (inset)
- **Composite Toe**
- **Suede and Mesh Upper**
- **Removable EVA Cushion Insert with Sponge Rubber Heel**
- **Dual Density, Rubber Bottom with Lightweight EVA Midsole**
- **100% Non-Metallic, Extra Wide Toe**

**Special Features:** ASTM F2413, XTR Brand Composite Toe Cap, EH (Gray) & SD (Black), Security Friendly
7016 Monument/ Amanth
- Steel Toe
- Water Resistant Nubuck Leather Upper
- Removable Metatomial Dual Density EVA Footbed
- Torsion Stability ESS Shank
- Hydrophobic/hydrophilic 2-zone comfort lining
- Oil and Slip Resistant Non-Marking Rubber Outsole
- Meets ANSI Z41 PT99 Standards for Electrical Hazard

7014 Black Olive/ Madder Brown
- Steel Toe
- Waterproof Nubuck Leather Upper
- KEEN.DRY™ Waterproof Breathable Membrane
- Removable Metatomial Dual Density EVA Footbed
- Torsion Stability ESS Shank
- Dual Density Compression Molded EVA Midsole
- Oil and Slip Resistant Non-Marking Rubber Outsole
- Meets ANSI Z41 PT99 Standards for Electrical Hazard

7017 Gargoyle
- Left and Right Asymmetrical Steel Toes
- Removable Metatomial Dual Density EVA Footbed
- Dual Density Compression Molded EVA Midsole
- Mesh Liner Provides Breathability to Help Keep Feet Cool
- Torsional Stability ESS Shank
- Oil and Slip Resistant Non-Marking Rubber Outsole
- ASTM F2412-11 and F2413-11 I/75 C/75 SD Standards

8823 Drizzle/ Surf Spray
- Steel Toe
- Water Resistant Nubuck Leather Upper
- Dual Density Compression Molded EVA Midsole
- Oil and Slip Resistant Non-Marking Rubber Outsole
- Removable Metatomial Footbed
- Contoured Heel Lock
- ASTM F2412-11 and F2413-11 I/75 C/75 EH Standards

1376 Blue
- Nylon and Leather Upper
- Ergonomically Designed “Wide Area” Alloy Lite Safety Toe
- Highly Durable, Slip and Oil Resistant Stabilizer Outsole
- No Exposed Metal to Sheet Scratch Resistant Workplace
- Meets or Exceeds ASTM 2413-11 Impact/Compression and SD Footwear Ratings

1779 Black/ Lime Green
- Ergonomically Designed “Wide Area” Alloy Lite Safety Toe
- Removable Anti-Fatigue Insole, EVA Midsole
- Highly Durable, Slip and Oil Resistant Stabilizer Outsole
- No Exposed Metal to Sheet Scratch Resistant Workplace
- Meets or Exceeds ASTM 2413-11 Impact/Compression and SD Footwear Ratings

Loeffler Shoes (651) 771-3833
info@loefflershoes.com LoefflerShoes.com
**Women’s Sizing**

**76442 Delites SR Service Safety Toe**
- Super lightweight D’Lites Shock Absorbing Midsole
- Lightweight and Protective Aluminum alloy Toe Cap
- Electrical Hazard (EH) Safe Design
- OSHA Compliant Slip Resistant Rubber Traction Outsole
- Aluminum Alloy Safety Toe Rated ASTM 2413-11 I/75 C/75
- EH Safe Design Meets ASTM F2413-11 Requirements

**8634 Dusted Brown — Composite**
- 9” Tracey Pull-On Composite Toe
- 100% NonMetallic
- Toe: Composite Roper Toe
- Electrical Hazard

**Features:** Premium full-grain leather upper, U-Turn Entry System, Abrasion, Oil, and Slip Resisting Duratread™ outsole, Composite toe: ASTM F2413-11 M/I/75 C/75 EH rated.

**0670 Sailing Club — Steel Toe**
- Meets or Exceeds ASTM class 75 Impact & Compression
- ASTM Class 75 and F2413-11 SD Standards
- Slip Resistant and Oil Resistant

**2367 Brown | 2368 Black (inset)**
- Steel Toe Safety Clog
- Ariat’s exclusive Advanced Torque Stability (ATS®) Technology
- Electrical Hazard

**Features:** Full-grain uppers with a cushioned leather footbed, Flexible slip-resistant Duratread™ sole, Steel toe: ASTM F2413-11 M/I/75 C/75 EH rated.

**1631 Black | 1621 Brown (inset)**
- Full-Grain, Water Resistant Leather Upper
- Ergonomically Designed “Wide Area” Steel Toe Cap
- Highly Durable, Slip and Oil Resistant Stabilizer Outsole
- No Exposed Metal to Sheet Scratch Resistant Workplace Requirement
- Meets or Exceeds ASTM 2413-11 Impact/Compression and SD Footwear Ratings

**1976 Composite Safety Clog**
- Safety Clog
- Composite Toe
- Oil and slip resisting outsole
- Available September 2013

**Features:** Full grain leather upper, Leather wrapped footbed, Oil and slip resisting outsole, Composite toe: ASTM F2413-11 M/I/75 C/75 SD rated.

**Contact:**
Loeffler Shoes (651) 771-3833
info@loefflershoes.com LoefflerShoes.com
REFUNDS AND EXCHANGES

Please try your shoes on carpet before wearing them on the job to ensure proper fit. If you are not satisfied with the shoes you purchased, please return them to us within 30 days. We simply ask that you return the shoes in the same new condition that you received them.

OUR WARRANTY

90/180 Product Warranty

90 Day Warranty—
If a manufacturer defect or material failure occurs within 90 days of purchase, Loeffler Shoes will replace the shoes free of charge.

180 Day Warranty—
If a manufacturer defect or material failure occurs within 180 days thereafter, Loeffler Shoes will repair the shoes or a prorated credit will be issued based on the extent of wear and general condition of the shoes.

To Place Your Order or Schedule a Truck

Phone
(651) 771-3833

Fax
(651) 771-6409

Email
info@loefflershoes.com

Online
www.loefflershoes.com

Loeffler Shoes
959 Payne Avenue
St Paul MN 55130

“The original and still the best!”

Spring 2014

Copyright © 2009-2014 Loeffler Shoes, LLC. All rights reserved.